DEPARTMENT OF LABOR & ECONOMIC GROWTH
DIRECTOR'’S OFFICE
CONSTRUCTION CODE

Filed with the Secretary of State on December 12, 2005
These rules take effect March 14, 2006

(By authority conferred on the director of the department of labor and economic growth
by section 4 of 1972 PA 230, MCL 125.1504, and Executive Reorganization Order Nos.
1996-2 and 2003-1, MCL 445.2001 and 445.2011)

R 408.30446 of the code is amended to read as follows:
PART 4. BUILDING CODE

R 408.30446 Smoke alarm locations.

Rule 446. Sections 907.2.10.1.2.1 and 907.2.10.1.2.2 are added to the code as follows:

907.2.10.1.2.1 Smoke alarm locations in existing buildings constructed before
November 6, 1974. Within each dwelling unit or sleeping unit, a single-station smoke
alarm shall be installed in the following locations:

1. In each sleeping room or each area directly outside the sleeping room.

2. On each floor level including the basement level.

For sleeping units with split levels and without an intervening door between the adjacent
levels, a smoke alarm installed on the upper level shall suffice for the adjacent lower
level provided that the lower level is less than 1 full story below the upper level.

Section 907.2.10.1.2.2 Equipment requirements.

907.2.10.1.2.2. The required equipment for smoke alarms shall consist of the following:

1. Installation. Smoke alarm devices shall be listed and installed in accordance with the
manufacturer’s installation requirements, the provisions of the code and the provisions of
NFPA 72, which is adopted by reference in these rules. The standard is available for
inspection at the Michigan Department of Labor & Economic Growth, Bureau of
Construction Codes and Fire Safety, 2501 Woodlake Circle, Okemos, Michigan, 48864,
or from NFPA, 1 Batterymarch Park, Quincy, MA, 02269-9101, at a cost as of the time
of adoption of these amendatory rules of $48.00.

2. Power Source. The equipment shall be operable by power from 1 of the following
primary sources:

a. The building wiring provided the wiring is served from a commercial source and is
equipped with a battery backup. Wiring shall be permanent and without a disconnecting
switch other than as required for overcurrent protection.

b. A non-rechargeable battery able to power the smoke alarm in the normal condition
for a life of 5 years.

c. A rechargeable battery, with proper charging, able to power the alarm for a life of 5
years.
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d. A commercial use alarm system with battery backup listed and approved in
accordance with the commercial fire warning equipment provisions of NFPA 72, as
adopted by reference in this rule.

3. Audible Alarm Notification. The activation of the alarm signal shall produce a
sound that is audible in all occupiable dwelling areas.

4. Testing and Maintenance. The owner of a dwelling unit, in which required or
optional fire detection or fire protection systems equipment is installed, shall be
responsible for the proper operation, testing, and maintenance of the equipment in
accordance with the manufacturer’s instructions included with the equipment. The
occupant of rental dwelling units shall be responsible for the periodic operational testing
and periodic cleaning of the installed equipment within the rental unit in accordance with
the testing instructions provided in the manufacturer’s instructions for the equipment. If
the system fails, breaks, or is out of service, it shall be repaired and functional within 30
days.

Exception: Smoke alarms and devices installed in buildings constructed before
November 6, 1974 where an installation was approved by the appropriate enforcing
agency under regulations in effect at the time of the installation shall be considered to
comply with the provisions of the code.




<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveEPSInfo true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /Unknown

  /Description <<
    /ENU (Use these settings to create PDF documents with higher image resolution for high quality pre-press printing. The PDF documents can be opened with Acrobat and Reader 5.0 and later. These settings require font embedding.)
    /JPN <FEFF3053306e8a2d5b9a306f30019ad889e350cf5ea6753b50cf3092542b308030d730ea30d730ec30b9537052377528306e00200050004400460020658766f830924f5c62103059308b3068304d306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103057305f00200050004400460020658766f8306f0020004100630072006f0062006100740020304a30883073002000520065006100640065007200200035002e003000204ee5964d30678868793a3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /FRA <>
    /DEU <>
    /PTB <>
    /DAN <>
    /NLD <>
    /ESP <>
    /SUO <>
    /ITA <>
    /NOR <>
    /SVE <>
  >>
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


